
Specifications:
•  Complies with ASME A112.21.3M
•  Complies with ASSE 1019B, 1052 
 and 1053
•  IAPMO Listed, File #2749

Guardian Plus Dual Check® Box Hydrant 
with Integral Stop Water Service Shut-off 
Valve and Non-Freeze Protection
Figure No.  5515

• Self draining, non-freeze hydrant with dual check 
 valve and integral vacuum breaker 
• 3/4” (19) inlet and hose connection
• Bronze hydrant with stainless steel face
• Flush installation eliminates catch points
• Sized to one standard brick
• Available with or without tamper-proof, locking enclosure

Guardian Plus Dual Check®
Hydrant with Integral Water
Service Shut-off Valve
Figure No. 5615

Patent No. 8,973,599  Patent No. 10,017,921

No-Fuss Install & Maintenance

Repair At Your Convenience

Integral water service 
shut-off valve for 
easy maintenance

Quarter-turn 
full-flow feature

Self draining, non-freeze 
hydrant with dual check valve

Shut off water right at the hydrant—no need to shut off service to the entire building!



Easy Installation in Concrete Buildings

CUT LABOR TIME BY 75% 
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Fits 6” Diameter 
Cored Drill Hole

SPM 0921   3/21  

Stainless Steel Cored Hole
Drill Hydrant Box with
Guardian Plus Dual Check®
Hydrant with Integral Water
Service Shut-off Valve
Figure No. 5515-R

Specifications:
•  Complies with ASME A112.21.3M
•  Complies with ASSE 1019B, 1052 and 1053
•  IAPMO Listed, File #2749

• Self draining, non-freeze hydrant with dual check 
 valve and integral vacuum breaker
• Frame, cover & housing are made of 16 gauge, type 304 stainless steel
• 3/4” inlet and hose connection
• Locking hinged cover opens 180º
• Flush installation eliminates catch points

Designed for tilt-up concrete buildings, this hydrant box can cut installation time by 75% or more. 
Once the building is erected and plumbed, just drill a 6” hole in the wall and slide the hydrant right in.

Integral water service
shut-off valve for 
easy maintenance

Quarter-turn full-flow feature


