
Product Description: Recommended for roof drainage systems. This PVC roof drain has excellent 
weathering characteristics; it will resist rust and corrosion. The body of the PVC roof drain is inert to all 
roof deck and roofing materials. The roof drain consists of a large sump, a combined flashing collar and 
gravel stop, and dome.

Features and Benefits:
•   Corrosion and weather resistant for years of service
•   Light weight facilitates transportation, handling, and installation
•   Rugged design resists abuse during installation and while in service
•   Easily adapted to all DWYER systems for 2” through 8” nominal pipe sizes, using approved
     adapters (furnished by others)
•   Regularly Furnished: dome with debris guard slots, body with threaded inserts, combined flashing 
     collar and gravel stop, seepage openings, and pre-drilled holes for dome securing screws
•   IAPMO Listed, File No. 3854

Series 101-102

ROOF DRAINS AND ACCESSORIES
100 Series
PVC Roof Drain, Series 101 and 102                                 

Series Number Material 
Type Description

A
Outlet 
Size 

B C Outlet 
Type

 101-H02 PVC Roof Drain with Dome 2” 3 7/8” 2 5/8” Hub
 101-H03 PVC Roof Drain with Dome 3” 4 1/2” 2 5/8” Hub
 101-H04 PVC Roof Drain with Dome 4” 4 3/4” 2 5/8” Hub
 101-10 PVC Flashing Collar for 2”, 3” & 4” RD - - - -
 101-11 PVC Dome for 2”, 3” & 4” RD - - - -
 101-12 Steel Under Deck Clamp for 2”, 3” & 4” RD - - - -
 102-S06 PVC Roof Drain with ABS Dome 6” 4 13/32” 3 1/2” Spigot
 102-S08 PVC Roof Drain with ABS Dome 8” 4 13/32” 2 3/4” Spigot
 102-10 PVC Flashing Collar for 6” & 8” RD - - - -
 102-11 ABS Dome for 6” & 8” RD - - - -
 102-12 Steel Under Deck Clamp for 6” & 8” RD

NOTE: Dimensional data is subject to manufacturing tolerances and change without notice.
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